
 

 

HUBER BASIC HUBER PROFI

Analizzatore refrigerante R1234yf a 
norma SAE e VDA integrato a richiesta  

Buil-in refrigerant HFO1234YF analyzer 
according to SAE and VDA regulatoins 
(optional)

Manometro 
pressione 
bombola 
Tank’s 
pressure 
gauge

A/C STATIONS HUBER LINE



CARATTERISTICHE TECNICHE BASIC EVO PROFI BUS PRINTER DUAL PRINTER TECHNICAL FEATURES
1 Pompa a vuoto 72 It/min 170 It/min 170 It/min 100 It/min Vacuum pump

2 Capacita compressore 300 gr/min 400 gr/min 600 gr/min 300 gr/min Compressor capacity

3 Capacita serbatoio 10,5 kg (12,60 lt) 18 kg (21,60 lt) 30 kg 2x10,5 kg Tank capacity

4 Iniezione olio/add. standard timed with scale with scale with scale Oil/additive standard injection

5 Iniettori olio
3 con sistema MULTIOIL 
3 with MULTIOIL system

3 3 3 Oil injectors 

6 Display grafico con icone √ 3,5” ADVANCE √ 4,7” ADVANCE √ 4,7” ADVANCE √ 4,7” ADVANCE Graphic display with icons

7 Software multilingue √ √ √ √ Multilingual software

8 Tubi 3mt 3mt 3mt 3mt Hoses

9 Aggiornamento della banca dati e 
della grafica via USB √ √ √ √

Database and graphics upgrade of 
via USB

10 Stampante optional optional standard standard Printer

11 Manometri AP/BP classe 1, Ø 80  √ √ √ √ HP/LP gauges class 1, Ø 80

12 Manometro pressione bombola √ √ √ 2√ Tank’s pressure gauge

13 Filtro √ √ √ √ Filter

14
Carica automatica in ogni condizione di 
temperatura grazie al sistema BST  

BST System BST System BST System BST System
Facilitated charge in each 
temperature condition with BST 
system

15 Banca dati integrate (auto, veicoli 
industriali, macchine agricole) √ √ √ √

Built-in database (cars, industrial 
vehicles, agricultural machines)

16 Controllo perdite con azoto 
(con kit 01.000.218 a richiesta) √ √ √ √

Leakage test with nitrogen
(with kit 01.000.218 on request)

17
Predisposizione per analizzatore 
refrigerante HFO1234YF  
(con kit a richiesta)

√ √ √ √
Gas analyzer HFO1234YF set up
(with kit on request)

18 Dimensioni, cm 40 x 47 x 101cm 40 x 47 x 101 cm 50x58,5x113 cm 50x58,5x113 cm Dimensions, cm

19 Peso, kg 69 kg 80 kg 105 kg 100 kg Weight, kg

HUBER BASIC EVO

HUBER PROFI / BUS / DUAL

 

A/C STATIONS HUBER LINE

HUBER PROFI 134 (cod. 01.028.40)
HUBER PROFI 134 PRINTER (cod. 01.028.41) 
HUBER PROFI 1234 (cod. 01.028.42)
HUBER PROFI 1234 PRINTER (cod. 01.028.43)

HUBER BUS 134 PRINTER (cod. 01.028.50)
HUBER BUS 1234 PRINTER (cod. 01.028.51)
HUBER DUAL PRINTER (cod. 01.028.52)

HUBER BASIC EVO 134 (cod. 01.028.44)
HUBER BASIC EVO 134 PRINTER (cod. 01.028.45)  
HUBER BASIC EVO 1234 (cod. 01.028.46)
HUBER BASIC EVO 1234 PRINTER (cod. 01.028.47)


