
•	Compressor for recovery with automatic 
oil recovery system 

•	3m3/h single/stage vacuum pump
•	4,4kg charge cylinder with heating 

resistance and safety valve
•	Fresh oil injector
•	4-way manometric group with pressure 

gauges ø 80mm Pulse free
•	Recovery capacity: 250gr/min
•	Hose L=2mt
•	Power supply: 220 V 50 Hz/12 V DC
•	Dimensions: 50x40x115H cm
•	Weight: 50 Kg

DISPONIBILE IN 
VERSIONI:

AVAILABLE IN VERSIONS:

220V 50Hz
BIPOWER

Version 12V DC-220V AC  
Cod. 01.009.02

CLIMA
220V 50Hz

BIPOWER

Manual a/c station for R134a for service on agricultural 
machines, earth-moving machines and boats with power 
supply 220V 50Hz or 12V DC (with Bipower kit)

MADE IN ITALY

A / C  S T A T I O N S

 

 

Monoclima 220V 50Hz
Cod. 01.009.01

Monoclima BIPOWER 12V DC - 220V AC
Cod. 01.009.02
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BREEZE  
TOUCH 

BREEZE  
ADVANCE

ASTRABUS 
ADVANCE

Technical features DUAL X4 DUAL EVO PLUS BUS R134a MULTIGAS
1 Graphic display with icons 7” TOUCH Display √ √ √ √ √ √

2 Tank capacity 2 x 10,5 kg 2 x 10,5 kg 22 kg 22 kg 30 kg 40 kg 40 kg

3 Vacuum pump 100 lt/min 100 It/min 170 It/min 170 It/min 170 It/min 260 It/min 260 It/min

4 Heater BST System BST System BST System BST System automat. automat. automat.

5 Compressor capacity 2 x 400 gr/min 400 gr/min 400 gr/min 400 gr/min 600 gr/min 1000 gr/min 1000 gr/min

6 Automatic recovery √ √ √ √ √ √ √

7 Automatic oil discharge >95% √ √ √ √ √ √ √

8 Programmable vacuum √ √ √ √ √ √ √

9 Programmable vacuum test (in mbar) √ √ √ √ √ √ √

10 Oil/additive standard injection, with scale 6 injectors 3+1 injectors 3 injectors 3 injectors 3 injectors 2 injectors 2 injectors

11
Injection oil/additive for hybrid vehicles,  
with scale

√ √ √ √ √ - - 

12 Software for hybrid vehicles √ √ √ √ √ - -

13 Automatic gas charge BST System BST System BST System BST System √ √ reinforced pump (optional)

14 Automatic pressure test √ man Manual ual √ Manual Manual Manual Manual

15
Guided charge compensation manual 
WSC

√ - √ - - - -

16 Automatic Multipass √ - √ - - - -

17
Built-in database (cars, industrial 
vehicles, agricultural machines)

√ √ √ √ √ √ √

18 Personal database √ 100 entries 100 entries 100 entries 100 entries 100 entries 100 entries

19 Automatic selection of charging hoses 4 tubi / 4 hoses - √ - - - -

20 Discharge of incondensable gases Manual/Automat. Manual Manual/Automat. Manual Manual Manual Manual

21 Automatic internal cleaning √ √ √ √ √ √ √

22
Software for flushing cleaning 
(with kit 01.000.96 on request)

√ √ √ √ √ √ √

23
Software for recycling cleaning (VW, 
Audi) (with kit 01.000.139 on request)

√ √ √ √ √ √ √

24
Leakage test with nitrogen  
(with kit 01.000.326  on request)

√ √ √ √ √ √ √

25 Gas analyzer HFO1234YF set up √ √ √ √ √ - -

26 Phase and alarm lights optional optional optional optional optional optional optional

27 Database update via USB √ √ √ √ √ √ √

28 Scale lock √ √ √ - √ - -

29
CSP: Vehicle compressor protection with 
LP charge

√ - √ - - - -

30 Automatic gas recovery from hoses √ - √ - - - -

31 Hoses’ length adjustment √ - √ - - - -

32 Mobile app  as a remote control solution - - - - - - -

33 Ethernet port - - - - - - -

34 Set up for the 4.0 protocol √ √ √ √ √ √ √

35 Remote software and database updates
Connect 4.0
Version

Connect 4.0
Version

-
Connect 4.0
Version

Connect 4.0
Version

Connect 4.0
Version

Connect 4.0
Version

36 Data transmission / reception (4.0) optional optional - optional optional optional optional

37 HFO1234YF Version √ √ - optional - - -

38 Printer √ √ √ optional optional optional optional

39 Dimensions, cm 62x57x132 56x61x132 56x61x132 56x61x132 56x61x132 50x91x139 50x91x139

40 Weight, kg 125 115 90 90 110 200 200

MADE IN ITALY

A / C  S T A T I O N S
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CLEVER  
TOUCH 

CLEVER  
ADVANCE

COUNTRY CLIMA  
ADVANCE

OK CLIMA
ADVANCE

MONO
CLIMA

Technical features MIURA PLUS BASIC 220V BIPOWER 404 220V
1 Graphic display with icons 5” TOUCH Display √ √ √ √ √ √

2 Tank capacity 12,5 kg 12,5 kg 12,5 kg 10 kg 10 kg 30 kg 4,4 kg

3 Vacuum pump 100 It/min 72 It/min 72 It/min 72 It/min 72 It/min 72 It/min 3m3/h monostadio

4 Heater BST System BST System BST System automat. automat. - -

5 Compressor capacity 300 gr/min 300 gr/min 300 gr/min 300 gr/min 300 gr/min oilless 250 gr/min

6 Automatic recovery √ √ √ √ √ √ manuale

7 Automatic oil discharge >95% √ √ √ √ √ √ manuale

8 Programmable vacuum √ √ √ √ √ √ manuale

9 Programmable vacuum test (in mbar) √ √ √ √ √ √ -

10 Oil/additive standard injection, with scale 3 injectors 3 injectors temporizzato temporizzato temporizzato temporizzato manuale

11
Injection oil/additive for hybrid vehicles,  
with scale

√ √ - - - - -

12 Software for hybrid vehicles √ √ - - - - -

13 Automatic gas charge BST System BST System BST System √ √ manuale

14 Automatic pressure test √ manual manual manual manual manual -

15
Guided charge compensation manual 
WSC

√ - - - - - -

16 Automatic Multipass √ √ - - - - -

17
Built-in database (cars, industrial 
vehicles, agricultural machines)

√ √ √ √ √ √ -

18 Personal database √ 100 entries 100 entries 100 entries 100 entries 100 entries -

19 Automatic selection of charging hoses √ - - - - - -

20 Discharge of incondensable gases √ - - - - - -

21 Automatic internal cleaning √ √ √ √ √ √ -

22
Software for flushing cleaning 
(with kit 01.000.96 on request)

√ √ √ √ √ √ -

23
Software for recycling cleaning (VW, 
Audi) (with kit 01.000.139 on request)

√ √ √ √ √ √ -

24
Leakage test with nitrogen  
(with kit 01.000.326  on request)

√ √ √ √ √ √ -

25 Gas analyzer HFO1234YF set up √ √ √ - - - -

26 Phase and alarm lights √ optional optional optional optional - -

27 Database update via USB √  Pen drive √ √ √ √ √ -

28 Scale lock √ √ √ √ √ - -

29
CSP: Vehicle compressor protection with 
LP charge

√ - - - - - -

30 Automatic gas recovery from hoses √ - - - - - -

31 Hoses’ length adjustment √ - - - - - -

32 Mobile app  as a remote control solution √ - - - - - -

33 Ethernet port √ - - - - - -

34 Set up for the 4.0 protocol √ √ √ √ √ -

35 Remote software and database updates √
Connect 4.0
Version

Connect 4.0
Version

Connect 4.0
Version

Connect 4.0
Version

-

36 Data transmission / reception (4.0) √ optional optional optional optional -

37 HFO1234YF Version optional optional optional optional optional - -

38 Printer √ optional optional optional optional optional -

39 Dimensions, cm 50x52x95 50x52x95 50x52x95 58x55x98 58x55x98 59x61x112 50x40x115

40 Weight, kg 75 69 69 69 69 95 50

MADE IN ITALY

A / C  S T A T I O N S
The pictures have m

erely explanatory purposes and can be changed w
ith no w

arning
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