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AIR HYDRAULIC JACKS 

Portable air hydraulic jack NP
Compact and lightweight design makes it perfect for heavy-duty roadside assistance.

Reduced chassis width for positioning under the lifting point in areas of difficult access.
It can be used with the vehicle’s own compressor and be carried on board without 
occupying much space due to its small size (the jacks can lift the nominal load  
with the extra extension).

Air hydraulic bottle jack BRB
They are very compact models. Their monobloc -integrated tank- and welded 

construction reduces their dimensions and makes transportation easier.  
Ideal for roadside assistance.
All models have an extension screw for a fast load approach, a high-performance 
remote-operated air pump and a salt bath nitriding hardened piston that 
ensures a long working life. 
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Capacity (t) 20 30
A 234 242
B 138 138
C 75 75
D 447 455

Weight (kg) 15.5 20
Air pressure 7 bar / 100 psi

Necessary air flow 270 l/min / 9.5 clm
Refence BRB20 BRB30

Measurements in mm.

A-5270
ESSENTIAL!
Workshop in-line air  
filter-regulator-lubricator.  
Optional.

Minimum height 

150 mm.

Operation by the “dead 
man’s” principle. 

LCS Lowering Control 
System. Hydraulic stroke limiter. 

AVAILABLE 
IN GREY

AVAILABLE 
IN GREY

NP15-2B

The telescopic handle locks in three 
positions:
A and B for transport and  
C position for working.

Swivel handle accessible 
in any position and 
rotating carrying handle.

EN 1494

EN 1494Conforms to the standard: 
American ASME PASS

Includes extra  
extension 100 mm. 

ref.  A-5212.

223 mm. / 30t.

300 mm. / 15t.

Ref. Capacity (t) Kg
NP15-2B 15-30 31

Handle in working 
position.

A-5270
ESSENTIAL!

Workshop in-line air  
filter-regulator-lubricator. 

Optional.

Safety overload valve.




