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EnexkTpoxmnapaBrnunyeH ABYKOSIOHEH NOAEMHUK C FOpHA CUHXPOHU3aLuUA :
Mopen: RP-6213B2-400 - 3200 kr. / RP-6214B2-400 - 4000 kr.
Mpoussoguten RP-TOOLS, AUSTRIA
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EnektpoxuapaBnuyeH nogeMHUK C TOPpHa CUHXPOHU3aLMA

Opo6peH ot CE nogeMHUK ¢ HUCKO ynpaBnsiBallo HanpexeHue 24V

4 no3numm 3a perynupaHe Ha rabapuTtHaTa Buco4uuHa : 3700, 3800, 3900, 4000mm
TpucteneHHn pameHa 740-1310 mm

MuHumMmanHa BUCOUYMHA Ha paMeHaTa CbC 3axBaTute 98 Mm

Bucok kanauuteTt Ha usgurade 1900-2050 mm, ¢ HUCKa KOHCYyMaLUsA Ha eNIeKTPUYeCcTBO U
MMUHMMarIHa noagpbXKa

CneuunanHo uspaboteH MOTOp C Tepmo3alwuTa 3a NpegnasBaHe OT NperpsABaHe

[OBa xugpaBnu4HN LUNMHABPA, N0 eANH BbB BCAKA KOJIOHA

ABTOMaTM4HO 3aK/iO4YBaHe Ha pamMeHaTa npy noBaUraHe 1 aBTOMaTU4YHO OocBObOOXAaBaHe
npu cnyckaHe Korato pameHaTta AOCTUTHAT noga

Bb3MOXHOCT 3a (hbMHHO peryrnupaHe BUCOYMHATa Ha noBAUraHe 4ypes pbyHa noMmna
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Modell

Tragfahigkeit max. (kg)
Maximum Capacity (kg)

Hubzeit ca. (sec.)
Lifting Time ca. (sec.)

Senkzeit ca. (sec.)”
Lowering Time (sec.)”
Hubhdhe (mm)

Lifting Height {mmy)
Unterschwenkhéhe {mm)
Minimum Pad Height {mm)

Max. Sdulenhdhe Stufe 4 (mm)
Max. Column Height Stage 4 (mm)
Max. Sdulenhdéhe Stufe 3 (mm)
Max. Column Height Stage 3 (mm)
Max. Sdulenhdhe Stufe 2 (mm)
Max. Column Height Stage 2 (mm)
Max. Sdulenhdhe Stufe 1 (mm)
Max. Column Height Stage 1 (mm)
Tragarmm Auszug (mm)

Reach of support arms (mm)

Gesamthéhe mit Kabelbriicke (mm)
Total Height with Cable Bridge {(mm)

Gesamtbreite (mm)

Total Width (mm)
Durchfahrbreite (mm)
Drive Through Width (mm)

Automatische Entriegelung
Automatic Unlocking

Motorleistung (KW)
Engine power (kW)
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1900

98150

4000

3900

3800

3700
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4000

3420

2580
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RP-6213B2-400 RP-6214B2-400
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» Height adjustable, overhead cross beam with synchronization ropes and hydraulic hose.

» Maximum flexibility by four 3-stage telescoping support arms in an symmetrical design, developed for cars up to the latest
transporter generations.

» High stability by specially designed lifting columns with small dimensions, only 5 fixing points per column.
» Electromagnetic safety locking system.
»  Maximum lifting height from 2050 mm, with height-adjustable support plates.
» Trouble-free and secure synchronization with strong pull ropes.

» Emergency lowering device for lowering in case of power failure.

» TUOV Austria approved.
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XupgpasnanyHa cuctema M3pa60're|-|a no BucounHa Ha nosauraHe
AOKa3dHa TexHoaoruma
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Fonam guanasoH Ha peryauvpaHe Ha CumeTpuyYHM pameHa
3axBaTure

High-quality steel profile posts Lifting system
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a 1305 mm

ABapmiiHa cucTema 3a CrycKaHe

TUY

TYPE APPROVED

CERTIFICATE WO, TA 388 13 0330

BucoKkokayecTBeH moTop TUV ceptudpumkar
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M3NCKBAHUA HA NMPOU3BOAUTENA KbM ®YHOAMEHTA HEOBXOOUM 3A
NMPABUINNEH MOHTAX HA NOOEMHUKA:
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_ FUNDAMENTEIGENSCHAFTEN > 3000PSI (2.1Kg/mm )
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