
11K L
V4655, EAN 4047728046558

7K L
V1637, EAN 4047728016377

V1208, EAN 4047728012089 V1209, EAN 4047728012096

‌

1 x K 1 x 5.5 mm

5 x K 0.6 x 3 · 0.8 x 4 · 1 x 5.5 · 1.6 x 8 · 1.6 x 10 mm

1 x L PH2

4 x L PH0 · PH1 · PH2 · PH3

‌

4 x K 0.6 x 3 · 0.8 x 4 · 1 x 5.5 · 1.2 x 6.5 mm

3 x L PH0 · PH1 · PH2

191Errors excepted

Screwdrivers and bits

Screwdriver set
•	Manufactured according to DIN/ISO

Screwdriver set
•	Manufactured according to DIN/ISO

Screwdriver ∙ short
•	K 5.5 x 38 mm

Screwdriver ∙ short
•	L PH 2 x 38 mm

Design Size

Design Size



K

L

K

L

L1 
mm

o 
mm

V1698 0.6 x 3 mm 75 156

V1699 0.8 x 4 mm 80 161

V1700 1 x 5.5 mm 125 231

V1701 1.2 x 6.5 mm 150 256

V3613 1.6 x 8 mm 150 266

V3609 1.6 x 10 mm 175 291

L1 
mm

o 
mm

V1702 PH0 75 156

V1703 PH1 80 186

V1704 PH2 100 206

V3610 PH3 150 266

L1 
mm

o 
mm

V3597 0.6 x 3.5 mm 75 157

V3598 1 x 4.5 mm 100 182

V3599 1 x 5.5 mm 100 207

V3600 1.2 x 6.5 mm 125 232

V5042 1.6 x 8 mm 150 267

V5043 1.6 x 10 mm 175 297

V5044 2 x 12 mm 200 317

L1 
mm

o 
mm

V3601 PH1 182 75

V3602 PH2 207 100

V4667 PH3 200 315

192 Errors excepted

Screwdrivers and bits

Screwdriver for slotted screws

Phillips-Recess screwdriver

Screwdriver with impact cap
•	Manufactured according to DIN/ISO

Phillips-recess screwdriver with impact cap
•	Manufactured according to DIN/ISO

VIGOR 
No. Size EAN 

4047728+

016988
016995
017008
017015
036139
036092

VIGOR 
No. Size EAN 

4047728+

017022
017039
017046
036108

VIGOR 
No. Size EAN 

4047728+

035972
035989
035996
036009
050425
050432
050449

VIGOR 
No. Size EAN 

4047728+

036016
036023
046671

With impact cap

With impact cap



V3562, EAN 4047728035620

6K L

K L
V4432/6, EAN 4047728073868

‌

4 x K 0.6 x 3.5 · 1 x 4.5 · 1 x 5.5 · 1.2 x 6.5 mm

2 x L PH1 · PH2

‌ o 
mm

V4436 K 1.2 x 6 mm 600

V4437 K 1.6 x 8 mm 600

V4438 K 1.6 x 10 mm 600

V4433 L PH1 600

V4434 L PH2 600

V4435 L PH3 600

193Errors excepted

Screwdrivers and bits

With impact cap 6-point

Screwdriver set with impact cap
•	Manufactured according to DIN/ISO

710 mm total length
600 mm blade length

NEW

Screwdriver set ∙ extra long
•	Working in areas with restricted access

Design Size

VIGOR 
No. Designation Design Size EAN 

4047728+

Screwdriver for slotted screws ∙ extra long 073905

Screwdriver for slotted screws ∙ extra long 073912

Screwdriver for slotted screws ∙ extra long 073929

Phillips-Recess screwdriver ∙ extra long 073875

Phillips-Recess screwdriver ∙ extra long 073882

Phillips-Recess screwdriver ∙ extra long 073899



V7124, EAN 4047728071246

8N L M

N

L1 
mm

o 
mm

V4419 T6 74 154

V4420 T7 74 154

V4421 T8 74 154

V4422 T9 74 154

V3367 T10 100 206

V3368 T15 100 206

V3369 T20 100 206

V3370 T25 100 206

V3391 T27 100 206

V3392 T30 100 206

V3393 T40 100 206

‌ o 
mm

V7124-PH1 L PH1 160

V7124-PH2 L PH2 185

V7124-PH3 L PH3 210

V7124-PZ1 M PZ1 185

V7124-PZ2 M PZ2 185

V7124-T20 N T20 160

V7124-T25 N T25 185

V7124-T30 N T30 210

194 Errors excepted

Screwdrivers and bits

Impact screwdriver set
•	Operation of severely corroded screw connections, 

e.g. centring screws on brake discs
•	A hammer strike actuates a quarter turn in 

release direction at the screwdriver output
•	Switching modes by turning the control dial in 2 

steps: standard mode and impact function

TORX® screwdriver
•	Manufactured according to DIN/ISO

VIGOR 
No. Size EAN 

4047728+

044196
044202
044219
044226
033671
033688
033695
033701
033916
033923
033930

VIGOR 
No. Designation Design Size EAN 

4047728+

Impact screwdriver 071253

Impact screwdriver 071260

Impact screwdriver 071277

Impact screwdriver 071284

Impact screwdriver 071291

Impact screwdriver 071307

Impact screwdriver 071413

Impact screwdriver 071420



V4418, EAN 4047728044189

4N

V3366, EAN 4047728033664

7N

‌

4 x N T6 · T7 · T8 · T9

‌

7 x N T10 · T15 · T20 · T25 · T27 · T30 · T40

195Errors excepted

Screwdrivers and bits

TORX® screwdriver set
•	Manufactured according to DIN/ISO

TORX® screwdriver set
•	Manufactured according to DIN/ISO

Design Size

Design Size


