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Capacity (kg) 1000 2000
A 1580 1740
B 2200 2460
C 1480 1800
D 870 1070
E 122 170

R minimum 960 1200
R maximum 1300 1610

F 620 740
G 300 300
H 865 1050

Weight (kg) 99 150
References CRP10 CRP20

Measurements in mm.

www.mega.es

Parallel legs folding cranes CRP
The CRP models are strong and robust cranes with parallel legs designed to house a pallet  
under the arm that allows safely placing the load on the pallet.  
Fitted with two handles and a new tilting system consisting of 4 wheels at the back and 2  
at the front, they are very easy to handle and move, both with and without load. AVAILABLE 

IN GREY

Operation by the “dead 
man’s” principle. 

LCS Lowering Control 
System. 

Hydraulic stroke limiter.

CRP20

Tonnage indicator.
Push button for automatic arm 

position change. Patented.

Swivel hydraulic unit for use 
 in different positions.

It incorporates a knob with an 
extremely precise lowering control.

Plastic protections that prevent possible damage to vehicles and 
serve as a safety warning due to their excellent visibility.

The pedal makes it easier to manoeuvre the crane when it is 
empty. Patented.

Compact design is perfect for 
storage in small spaces.

All models are equipped with 
polyamide wheels that facilitate 
manoeuvrability, do not damage 
the garage floor, do not rust and are 
very silent.

Crane swings on swivel wheels. Front wheels  
o not touch the ground when crane is not loaded.  

Maximum maneuvrability. Patented.

CE official
certification
EN 1494

Safety overload valve.
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Capacity (kg) 650 1000 2000
A 1580 1580 1740
B 2200 2200 2460
C 1450 1525 1830
D 830 970 1100
E 112 112 170

R minimum 960 960 1200
R maximum 1300 1300 1610

F 615 615 680
G 300 300 300
H 615 615 725

Weight (kg) 81 85 143
References CRV6 CRV10 CRV20

Measurements in mm.

Standard folding cranes CRV
Workshop crane that allows the removal and maintenance of a vehicle’s engine so that the 
entire repair can be carried out in complete safety. 
MEGA CRV models are strong and robust cranes, specially designed for easy folding  
and unfolding. Equipped with two handles and a new tilting system with 4 wheels at the back 
and 2 at the front, very easy to handle and move, both with and without load.
Compact design perfect for storing in small spaces. 
All models are equipped with polyamide wheels that facilitate manoeuvrability, do not damage 
the garage floor, do not rust and are very silent.

AVAILABLE 
IN GREY

Operation by the “dead 
man’s” principle. 

LCS Lowering Control 
System. Hydraulic stroke limiter. 

CRANES

CRV20

Tonnage indicator.
Push button for automatic arm 

position change. Patented.

Swivel hydraulic unit for use in 
different positions. It incorporates 

knob with an extremely precise 
lowering control.

Plastic protections that prevent possible damage to vehicles and 
serve as a safety warning due to their good visibility. 

The pedal facilitates manoeuvrability of the empty crane. 
Patented.

Crane swings on swivel wheels. Front wheels  
do not touch the ground when crane is not loaded.  

Maximum manoeuvrability. Patented.

Compact design is perfect for storage in 
small spaces.

All models are equipped with polyamide 
wheels that facilitate manoeuvrability, do 
not damage the garage floor, do not rust 
and are very quiet.

Greater robustness, stability and accessibility 
thanks to the double legs in the CRV10 and CRV20 
models.

CE official
certification
EN 1494

Safety overload valve.
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High performance crane CRM
The CRM model crane has a reinforced structure, very stable due to its width,  
making it suitable for safely and reliably operating heavy loads.  
The design of the extendable and folding arm, allows maximum operator approach.

Capacity (kg) 3000
A 1919
B 2942
C 2143
D 1126
E 268

R minimum 1430
R maximum 1880

F 1507
Weight (kg) 302
References CRM30

Measurements in mm.

Position (kg) 1 2 3 4

Reference Loading capacity
CRV6 650 550 450 350
CRV10/CRP10 1000 900 800 700
CRV20/CRP20 2000 1750 1500 1250
CRM30 3000 2500 2300 2100

Measurements in mm.

www.mega.es

making it suitable for safely and reliably operating heavy loads.  
The design of the extendable and folding arm, allows maximum operator approach.

Operation by “deadman’s” 
principle. 

LCS Lowering Control 
System. 

Hydraulic stroke limiter.

CRANES

AVAILABLE 
IN GREY

CRM30

The design of the extendable and folding arm, allows maximum operator approach.

The 3t model, CRM30, is equipped 
with a two piston pump.

The extendable arm changes position with a simple touch of the buttom. 
Equipped with handle and positioning guiding window that shows 

the maximum working load. Patented.

Drum lifting clamp. For 200 litre steel drums.
Only for closed drums with flange or removable top drums,  

provided the lid is properly closed. Optional.

Load leveller. Optional. 

AB-300

A-5298A-5298

CE official
certification
EN 1494

L = 1 m

Large polyamide wheels that facilitate 
manoeuvrability, do not damage  
the garage floor, do not rust and are  
very silent.

Accessories

Safety overload valve.




